
TECHNICAL DATA
INDIGO HT-2 & HT-3

TRANSPORTERS

Dimensions in cm, weights in kg. • All specifications are subject to change • Edition: 01-2019

HT2 2700kg. HT2 2700kg. HT2 2700kg. HT2 2700kg.
405x201 455x201 505x201 505x221

Afmetingen/Gewichten
Totaal maximum massa 2700 2700 2700 2700
Ledig gewicht 794 878 886 950
Laadvermogen 1906 1822 1814 1750
Gewichtsklassen 3000 kg. Ledig gewicht: + 6 + 6 + 6 + 6
Gewichtsklassen 3500 kg. Ledig gewicht: + 36 + 36 + 36 + 36
Tridem 3500 kg. met 3 assen 1500 kg. - - + 96 +100
Tridem 3500 kg. met 3 assen 1800 kg. - - + 140 + 146
Aluminium borden 30cm. hoog + 30 + 30 + 30 + 30
2 oprijbalken 200cm aluminium ipv oprijklep - 17 - 17 - 17 - 20
2 oprijbalken 250cm aluminium ipv oprijklep - 9 - 9 - 9 - 12
2 oprijbalken 350cm aluminium ipv oprijklep + 15 + 15 + 15 + 18
Piranha vloer volledig dichtgelegd + 124 + 140 + 155 + 170
Baklengte binnenwerks [A] 405 455 505 505
Bakbreedte binnenwerks [B] 201 201 201 221
Dissellengte [C] 156 156 156 156 Opties / gewichten
Totale lengte [D] 574 624 674 674 Huif 180 cm. hoog gemonteerd
Totale breedte [E] 206 206 206 226 Afmeting bakmaat 405x201: 158 kg.
Totale hoogte (incl. laadklep) [F] 160 160 160 160 Afmeting bakmaat 455x201: 178 kg.
Laadvloerhoogte [G] 66 66 66 66 Afmeting bakmaat 505x201: 198 kg.
Koppelingshoogte [H] 44 44 44 44 Afmeting bakmaat 505x221: 218 kg.
Relinghoogte [ I ] 8 8 8 8 Huif 210 cm. hoog gemonteerd
Kip-hoek (met laadklep 100cm. lang) [ J ] 11,5° 10,5° 9,5° 9,5° Afmeting bakmaat 405x201: 178 kg.
Bandenmaat 195/50R13C 195/50R13C 195/50R13C 195/50R13C Afmeting bakmaat 455x201: 198 kg.
Aantal bindbeugels geïntegreerd in zijrand 8 8 12 12 Afmeting bakmaat 505x201: 218 kg.
Aantal sparingen voor boutbare bindhaak 11 10 10 10 Afmeting bakmaat 505x221: 238 kg.

HT-2

HT-3

HT2 2700kg. HT2 3500kg. HT2 3500kg. HT2 3500kg. HT3 3500kg. HT3 3500kg.
405x201 455x201 505x201 505x221 505x201 505x221

parabolic parabolic parabolic parabolic parabolic
suspension suspension suspension suspension suspension

Dimensions / weights 3 AXLES 3 AXLES
Maximum Gross Weight 2700 3500 3500 3500 3500 3500
Empty weight 778 977 1040 1086 1172 1218
Loading capacity 1922 2523 2460 2414 2328 2282
Weight classes 3000 kg. empty weight: + 8 - - - - -
Weight classes 3500 kg. empty weight: + 42 - - - - -
2 loading skids in aluminium 250cm long - 6 + 2 + 2 - 6 + 2 - 6
Aluminium dropsides 30cm. High + 49 + 61 + 68 + 70 + 68 + 70
Wire rack removable 75cm. High + 109 + 120 + 128 + 130 + 128 + 130
Aluminium profile floor + 7 + 9 + 12 + 13 + 12 + 13 Options  / weights
Interiour length [A] 405 455 505 505 505 505 Height tailramp from side to side 100 cm.
Interiour width [B] 201 201 201 221 201 221 Front rack 70cm. High 18 kg.
Length drawbar [C] 147 150 150 150 150 150 Spare wheel assembled 20 kg.
Total length [D] 565 618 668 668 668 668 High cover 180 cm. high
Total width [E] 208 208 208 228 208 228 Dimensions trailer 405x201: 158 kg.
Total height (including loading ramp) [F] 161 156 156 156 156 156 Dimensions trailer 455x201: 178 kg.
Height of the loading floor [G] 67 63 63 63 63 63 Dimensions trailer 505x201: 198 kg.
Height of coupling [H] 44 45 45 45 45 45 Dimensions trailer 505x221: 218 kg.
Height of binding rail [ I ] 8 8 8 8 8 8 High cover 210 cm. high
Drive-angle (with loading ramp 100cm) [ J ] 13° 11,5° 9 ° 9° 10,5° 10,5°    Dimensions trailer 405x201: 178 kg.
Tyre size 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C 195/50R13C Dimensions trailer 455x201: 198 kg.
number of fixing points integrated in the side 8 8 12 12 12 12 Dimensions trailer 505x201: 218 kg.
number of recesses for rope hook to bolt 22 20 20 20 20 20 Dimensions trailer 505x221: 238 kg.
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