
TECHNICAL DATA
INDIGO L-1

TRANSPORTERS

Dimensions in cm, weights in kg. • All specifications are subject to change • Edition: 06-2018

L-1 1350kg. L-1 1350kg. L-1 1350kg. L-1 1350kg. L-1 1350kg. L-1 1350kg. L-1 1350kg.
200x110 200x130 250x130 250x150 300x130 300x150 300x180

Dimensions / weights
Maximum Gross Weight 1350 1350 1350 1350 1350 1350 1350
Empty weight 267 283 303 314 325 346 372
Loading capacity 1083 1067 1047 1036 1025 1004 978
Weight class 1500 kg.  empty weight +3 +3 +3 +3 +3 +3 +3
Weight class 1800 kg.  empty weight +20 +20 +20 +20 +20 +20 +20
Auto Transporter Package + 34 + 34 + 42 + 42 + 42 + 42 + 42
Motor Transporter-1 Package + 29 + 29 + 33 + 33 + 33 + 33 + 33
Motor Transporter-2 Package + 41 + 41 + 45 + 45 + 45 + 45 + 45
Aluminium plate chequer assembled on the floor + 15 + 18 + 23 + 27 + 28 + 32 + 39
Aluminium profile floor + 3 + 3,5 + 4 + 5 + 5 + 6 + 7
Steelplate (galvanised) assembled on the floor + 24 + 29 + 36 + 42 + 43 + 50 + 61
Interiour length [A] 202 202 252 252 302 302 302
Interiour width [B] 108 128 128 148 128 148 178
Length drawbar [C] 125 125 125 125 125 125 125
Total length [D] 330 330 380 380 430 430 430
Total width [E] 159 179 179 199 179 199 229
Total height incl. ladder-rack [F] 101 101 101 101 101 101 101
Height of the loading floor [G] 55 55 55 55 55 55 55
Height of coupling [H] 47 47 47 47 47 47 47
Height side wall incl. Combi Protect Rail [ I ] 8,5 8,5 8,5 8,5 8,5 8,5 8,5
Drive-angle 16° 16° 13° 13° 13° 13° 13°
Tyre size 185R14C 185R14C 185R14C 185R14C 185R14C 185R14C 185R14C
number of fixing points 4 4 6 6 6 6 6

Options / weights
Winch and winch-support + 15 kg.
Prop stand with bold-on Prop stand support + 6 kg.
Prop stand heavy duty (90 degrees turnable) + 15 kg.
Spare wheel + 26 kg.


