
TECHNICAL DATA
COBALT HB-1

TIPPERS

Dimensions in cm, weights in kg. • All specifications are subject to change • Edition: 04-2019
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HB1 1350kg. HB1 1350kg. HB1 1350kg.
260x150 280x160 305x160

Dimensions / weights
Maximum Gross Weight 1350 1350 1350
Empty weight 446 507 541
Loading capacity 904 843 809
Weight class 1500 kg.  empty weight +5 +5 +5
Weight class 1800 kg.  empty weight +20 +20 +20
Model with drive-on package - + 93 + 93
Interiour length [A] 260 280 305
Interiour width [B] 150 160 160
Length drawbar [C] 120 134 134
Total length [D] 386 420 446
Total width [E] 156 166 166 Options / weights
Total height incl. ladder-rack [F] 146 146 146 Electrical control + 45 kg.
Height of the loading floor [G] 66 66 66 Weldmesh extension 75cm high:
Height of coupling [H] 40 43 43 Dimension 260x150: + 92 kg.
Height of the walls [ I ] 30 30 30 Dimension 280x160: + 96 kg.
Height ladder-rack [J] 50 50 50 Dimension 305x160: + 100 kg.
Tip-angle [K] 50° 55° 50°
Tyre size 195/50R13 195/50R13 195/50R13
number of fixing points integrated in the side 6 6 6
number of recesses for rope hook to bolt 6 6 6
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