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The new HB tippers combine innovative power with reliable top quality. No wonder these major 
leaguers will prove ideal for the most challenging jobs!

Our ultimately durable Cobalt HB has been provided with a galvanised steel floor plate on a 
wooden floorplate. As a result, the load will easily slide off the trailer. In addition, the frame has 
been built up of two completely welded parts, which doubles the strength of the whole structure!

Tippers
HB-1 & HB-2

TIPPERS

COBALT HB:
TAKE IT EASY...
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STANDARDS, OPTIONS, AND ACCESSORIES

TIPPERS Standard: provided with TÜV-
certified binding brackets.

Standard: hook mounted around 
hinged points for easy mounting of 
accessories, including cargo net. 

Option: aluminium dropsides with a 
height of 400 mm, pendulating.

Option: a “DRIVE-ON”- kit mounted 
including 2 aluminium skids 2500 
mm long with 2 heavy duty prop 
stands.

Option: 90° swivelling heavy duty 
prop stands including a support 
crank.

Option: removable wire-mesh rack 
with a height of 75 cm.

Option: the models in 280 and 
305 cm have an U-profile at the 
back.

Option: aluminium dropsides 40 
cm high

Option: LED-lighting.Option: electric control powered by 
a battery enclosed in a steel box.

Option: an emergency hand pump 
(a removable control-box with 
spiral cable is as standard with the 
electric pump).

Option: removable front rack 
mounted.

Standard: operated by a hand-
pump and also a heavy jockey 
wheel is mounted. 

Standard: a built-in, solid, hydraulic 
3-steps cylinder, tipping angle no 
less than 60°!

Standard: a lowered chassis with 
tyres 195/50 R13.

Standard: 4 removable corner 
pillars and front wall hinged

All Hapert trailers have been provided with  
the TÜV certified load-securing system!


